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1. 망고V310 하드웨어 사양 및 블럭도  

 

1.1. 하드웨어 사양  

 

CPU Samsung S5PV310 ARM Cortex A9  1GHz/1.3GHz Application Processor 

Memory 
DDR3 SDRAM 2Gbytes(2Gbitx8) 

SLC NAND Flash 256Mbytes 

Display 7” WVGA(800x480) Color TFT with Touch Screen Interface 

Audio Wolfson WM8960 Audio Codec with 1W Stereo Speaker Amplifier 

Ethernet SMSC LAN9220  10/100Mbps Ethernet Controller 

USB 
USB 2.0 Host  

USB 2.0 OTG  

SD 

SD/MMC Port 0 Standard SD Connector 

SD/MMC Port 1 Standard SD Connector 

SD/MMC Port 2 Expansion Connector 

SD/MMC Port 3 WiFi & Expansion Connector 

UART 

UART Port 0 BT & Expansion Connector 

UART Port 1 D-SUB9 DEBUG 

UART Port 2 D-SUB9 DEBUG 

HDMI  V1.3(1080p Full HD)  

Camera CAM Port 2 지원 1.3M, 5M Pixel AF Camera 

WiFi/BT 
SDIO ,802.11BGN 지원, 

BT(UART0,SDIO) 
 

SATA  SATA 2.0 지원(옵션)  

Connectors Expansion Connectors(80X4) 
PCI Express,IrDA, Camera, I2S,MIPI  

SPI0/SPI1, SDIO0/2, EBI, UART, LCD etc 
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1.2. 블록도 

 

 

 



www.mangoboard.com cafe.naver.com/embeddedcrazyboys CRZ Technology 3 

1.3. 망고310 메인보드 부품면 TOP 

 

 

1 S5PV310 Application Processor 

(Exynos4 series) 

2 DDR3 SDRAM 

3 SLC NAND 256MB 4 10/100Mbps Ethernet 

5 USB 2.0 Host 6 USB 2.0 Device 

7 UART1 8 UART2 

9 Headphone Output 10 Microphone Input 

11 DC 5V Jack 12 Power Switch 

13 Loud Speaker Output 14 CAM B Port 

15 Boot Option Switch 16 Function Keys 

17 Reset Key 18 HDMI Connector 

19 LCD Connector 20 WIFI/BT Connector 
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21 JTAG Connector 22 CAM A Port 

23 SATA Connector   

 

1.4. 망고310 메인보드 부품면 BOTTOM 

 

 

 

 Description  Description 

1 DDR3 SDRAM 2 Expansion Connectors 

3 SD/MMC 1 4 SD/MMC 2(BOOT) 

5 Backup Battery 6  
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1.5. 부팅 과정  

 

 CPU S5PV310이 Reset 되면 내부 롬 (Internal ROM, IROM)에 탑재 되어 있는 Boot Loader 0 

(BL0)가 실행 됩니다. 위 그림에서 1번에 해당하는 것입니다. 

 BL0는 OM[5:0]핀의 상태를 읽어, 부팅 디바이스를 선정하고, 부팅 디바이스에서 Boot Loader 1 

(BL1)을 읽어 내부 SRAM에 탑재합니다. 위 그림의 2 과정입니다. 

 탑재된 SRAM에서 BL1의 코드가 수행됩니다. 

 BL1은 사용자가 작성한 Boot Loader로서, 운영체제를 DRAM에 탑재하고 (3번 과정입니다), 수행

하기 위해, DRAM Controller등 주요 디바이스를 초기화한 후, 운영체제를 읽어 들여 운영체제로 

제어를 넘기는 역할을 합니다. 
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1.5.1. OM핀 설정 

 

 

# SW100 

1 XOM1 

2 XOM2 

3 XOM3 

4 XOM4 

5 XOM5 

6 GND 
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1.5.2. MMC/USB Boot Mode설정 

 

 

 

1.6. SD BOOT 만들기 

<리눅스 PC>  

[root@icanjji-linux image]# ./mk_bl1.sh 

<Window PC> 

AttachHeader.exe bl1aa bl1ah 

SD card를 리눅스가 설치된 PC에 삽입 

[root@icanjji-linux fastboot-image]# df 

Write하고자 하는 디바이스 /dev/sdb1, /dev/sdb2, /dev/sdb3/ /dev/sdb4  

마운트 된 /media/xxx 를 umount합니다.  

[root@icanjji-linux fastboot-image]# ./m310_bl_writer  sdb m310 
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1.7. Kernel,Gingerbread write하기  

 

보드 뒷면에 “BOOT_SD2”에 삽입, SD/MMC BOOT 모드로 변경(2번 On, 나머지 Off) 

 

MANGO310 # fdisk -c 0;fatformat mmc 0:1;ext4format mmc 0:2;ext4format mmc 0:3;ext4format mmc 

0:4 

 

MANGO310 # fastboot 

 

 [root@icanjji-linux fastboot-image]# ./fastboot-linux.sh  

 

 

 


